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AC power cord  ACC series 

 

Specifications and descriptions are subject to change without prior notice.  

AC adapter ADC-13 , ADC-18 ADC-09/10/19

 Application

Fusion Splicers：

 FSM-60S, FSM-60R,

 FSM-18S, FSM-18R
 70 Series, 19 Series

HJS-02, HJS-03

SpliceMate, FSM-45series,
12 Series

FSR-02 ,
Cleaver : CT-100

 Apperarance of
socket-end

 3pin : IEC 60320-C5  2pin : IEC 60430-C7

ACC-14 ACC-08 ACC-01 ACC-02

・USA
・Japan

 NEMA 5-15P

・Japan

 JIS C 8303

・Japan

 JIS C 8303

・USA

 NEMA 5-15P

 125V AC, 7A, #18AWG  125V AC, 5A, #18AWG  125V AC, 7A, #18AWG  125V AC, 7A, #18AWG

ACC-15 ACC-09 ACC-03 ACC-04

・EU
 CEE 7

・USA
 NEMA1-15P

・UK
 BS1363A

・EU
 CEE 7

 250V AC, 10A, #17AWG  125V AC, 3A, #18AWG  250V AC, 10A, #17AWG  250V AC, 10A, #17AWG

ACC-16 ACC-10 ACC-05 ACC-06

・UK
 BS1363A

・UK
 BS1363A

・AUS
 AS / NZS 3112

・日本
 JIS C 8303

 250V AC, 10A, #17AWG  250V AC, 2.5A, #18AWG  250V AC, 10A, #17AWG  125V AC, 7A, #18AWG

ACC-17 ACC-11

・AUS

 AS / NZS 3112

・EU

 EN 50075

 250V AC, 10A, #17AWG  250V AC, 2.5A, #18AWG 

ACC-12

・AUS

 AS / NZS 3112

 250V AC, 2.5A, #18AWG 

3m 2m
Cord length

SPECIF ICATION

 3pin : IEC 60320-C13

-

--

 Model,

 Appearance
 of plug-end,

 Specification

 of cord

-

ADC-11 , ADC-15

 Fusion Splicers：

 FSM-50S, FSM-50R,

 FSM-17S, FSM-17S-FH, FSM-17R
 FSM-100series, PCS-100, APM-100

3m

-

      The AC power cord, ACC series, is used for Fujikura’s Fusion Splicers and accessories. 

      The available choice of cords, with different socket type, is shown in the list below. 


